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PARAMETER MIN TYP MAX UNITS
IR Sensor Range .5 30 Feet

Battery Life 1 2 6.5 Years

Radio Transmission Range 75 200 Feet

Battery Type Lithium 3.6V, Size = AA

Enclosure Sensor: 3.5L x 4.2W x 4.5"/ Display: 3.3L x 3.3W x 1.25"

* Contact SenSource for special options such as longer range, sealed versions for outdoor use or black enclosures

Battery-Powered Wireless non-directional people counter 
pcw-tb06xl
Description:
The SenSource PCW-TB06XL is a self-contained, battery-powered people counter with a 
built-in wireless data transmitter and LCD display. This non-directional photoelectric counter 
system is available as front or side-firing to accommodate a variety of entry styles. The two 
part break-beam system installs within minutes to cover openings up to 30 feet wide. Used 
as a stand-alone counter, the PCW-TB06XL LCD counter can be read and reset as often as 
necessary. Adding a Sensor Server and Vea software creates a completely automated network 
solution with data collection and traffic reporting.

Features:
›› Battery-operated self-contained system installs in minutes
›› Integral six-digit LCD counter
›› Miniature front or side firing IR counters
›› RF data transmitter for easy upgrade to wireless data retrieval
›› Integrated mounting flange 
›› User-replaceable batteries last about two years
›› Outdoor models available

Ordering:
›› Side-Firing Battery-Powered People Counter with LCD Display and Data Transmitter, PCW-TB06XL-S
›› Front-Firing Battery-Powered People Counter with LCD Display and Data Transmitter, PCW-TB06XL-F

Black enclosure also available

Optional Upgrades :
•	 Sensor Server with 418Mhz data receiver and wired Ethernet (TCP/IP) or Serial (RS232) communication, PCW-SSRX4.9
•	 Front Firing Battery-Powered People Counter with Count Recorder (PCDL-1000), PCW-TB06XL-FR
•	 Side Firing Battery-Powered People Counter with Count Recorder (PCDL-1000), PCW-TB06XL-SR
•	 Count Recorder Cable & Software, PCDC-USB1 (required for use with Count Recorder)


